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Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3 GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The present document is part of a TS-family covering the 3^^ Generation Partnership Project; Technical Specification 
Group Services and System Aspects; Telecommunication management; as identified below: 

32.761 Evolved Universal Terrestrial Radio Access Network (E-UTRAN) Network Resource Model 
(NRM) Integration Reference Point (IRP): Requirements 

32.762 Evolved Universal Terrestrial Radio Access Network (E-UTRAN) Network Resource Model 
(NRM) Integration Reference Point (IRP): Information Service (IS) 

32.766 Evolved Universal Terrestrial Radio Access Network (E-UTRAN) Network Resource Model 

(NRM) Integration Reference Point (IRP): Solution Set (SS) definitions 
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Scope 



The present document is part of an Integration Reference Point (IRP) named E-UTRAN Network Resource Model 
(NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several 
IRPManagers concerning E-UTRAN resources. The E-UTRAN NRM IRP comprises a set of specifications defining 
Requirements, a protocol neutral Information Service and one or more Solution Set(s). 

The present document specifies the protocol neutral E-UTRAN NRM IRP: Information Service (IS). It reuses relevant 
parts of the Generic NRM IRP: IS in 3GPP TS 32.622 [6], either by direct reuse or sub-classing, and in addition to that 
defines E-UTRAN specific Information Object Classes. 

In order to access the information defined by this NRM, an Interface IRP such as the "Basic CM IRP" is needed (3GPP 
TS 32.602 [7]). However, which Interface IRP is applicable is outside the scope of the present document. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 
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Integration Reference Point (IRP): Information Service (IS)". 

[9] 3GPP TS 23.401: "Technical Specification Group Services and System Aspects; General Packet 

Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E- 
UTRAN) access". 

[10] 3GPP TS 36.33 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource 

Control (RRC); Protocol specification". 

[II] 3GPP TS 36.300: " Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal 
Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2 ". 

[12] 3GPP TS 36.21 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Channels and 

Modulation" 
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application protocol (X2AP)". 
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Definitions and abbreviations 



3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TS 32.150 [16], TS 32.101 [1], TS 32.102 
[2] and TS 21.905 [17] and the following apply. A term defined in the present document takes precedence over the 
definition of the same term, if any, in TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and TS 21.905 [17], in that order. 

Association: In general it is used to model relationships between Managed Objects. Associations can be implemented in 
several ways, such as: 

(1) name bindings , 

(2) reference attributes , and 

(3) association objects . 

This IRP stipulates that containment associations shall be expressed through name bindings, but it does not stipulate the 
implementation for other types of associations as a general rule. These are specified as separate entities in the object 
models (UML diagrams). 

Managed Element (ME): An instance of the Information Object Class ManagedElement defined in TS 32.622 [6]. 

eNodeB: A logical node responsible for radio transmission/reception in one or more cells to/from the User Equipment. 
It terminates the SI interface towards the EPC. 

3.2 Abbreviations 

For the purposes of the present document, the abbreviations given in TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and 
TS 21.905 [17] and the following apply. An abbreviation defined in the present document takes precedence over the 
definition of the same abbreviation, if any, in TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and TS 21.905 [17], in that 
order. 

DeNB Donor eNodeB 

DN Distinguished Name (see 3GPP TS 32.300 [4]) 

E-UTRA Evolved Universal Terrestrial Radio Access 

E-UTRAN Evolved Universal Terrestrial Radio Access Network 

ME Managed Element 

MO Managed Object 

MB SEN Multimedia Broadcast multicast service Single Frequency Network 

NR Neighbour cell Relation 

PM Performance Management 

RDN Relative Distinguished Name (see 3GPP TS 32.300 [4]) 

RN Relay Node 

4 System overview 

4.1 Compliance rules 

The following defines the meaning of Mandatory and Optional IOC attributes and associations between lOCs, in 
Solution Sets to the IRP defined by the present document: 

• The IRPManager shall support all mandatory attributes/associations. The IRPManager shall be prepared to 
receive information related to mandatory as well as optional attributes/associations without failure; however 
the IRPManager does not have to support handling of the optional attributes/associations. 

• The IRPAgent shall support all mandatory attributes/associations. It may support optional 
attributes/associations. 
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An IRPAgent that incorporates vendor- specific extensions shall support normal communication with a 3GPP 
SA5-compliant IRPManager with respect to all Mandatory and Optional information object classes, attributes and 
associations without requiring the IRPManager to have any knowledge of the extensions. 

Given that 

• rules for vendor- specific extensions remain to be fully specified, and 

• many scenarios under which IRPManager and IRPAgent interwork may exist, 

it is recognised that the IRPManager, even though it is not required to have knowledge of vendor- specific extensions, 
may be required to be implemented with an awareness that extensions can exist and behave accordingly. 



Modelling approach 



The modelling approach adopted and used in this IRP is described in TS 32.622 [6]. 



6 Information Object Classes (lOCs) 

6.1 Information entities imported and local labels 



Label reference 


Local label 


3GPP TS 32.672 [26], attribute, administrativeState 


administrativeState 


3GPP TS 32.672 [26], attribute, availabilityStatus 


availabilityStatus 


3GPP TS 32.672 [26], attribute, operationalState 


operationalState 


3GPP TS 32.622 [6], IOC, Top 


Top 


3GPP TS 32.622 [6], IOC, ManagedElement 


ManagedElement 


3GPP TS 32.622 [6], IOC, SubNetwork 


SubNetwork 


3GPP TS 32.622 [6], IOC, ManagedFunction 


ManagedFunct ion 


3GPP TS 32.622 [6], IOC, Link 


Link 


3GPP TS 32.752 [23], IOC, MME Function 


MMEFunction 


3GPP TS 32.752 [23], IOC, External MME Function 


ExternalMMEFunction 


3GPP TS 32.642 [21], IOC, UtranRelation 


UtranRelation 


3GPP TS 32.792 [31], IOC, AntennaFunction 


AntennaFunction 


3GPP TS 32.792 [31], IOC, TmaFunction 


TmaFunction 


3GPP TS 32.652 [20], IOC, GsmRelation 


GsmRelation 


3GPP2 TS S.S0028 [22], IOC, ExternalSector 


ExternalSector 


3GPP TS 32.752 [23], IOC, ep_rp_eps 


EP_RP_EPS 


3GPP TS 32.752 [23], IOC, QClSet 


QCISet 


3GPP TS 32.792 [31], IOC, SectorEquipmentFunction 


SectorEquipmentFunction 
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6.2 Class diagram 

6.2.1 Attributes and relationships 



«lnformationObjectClass» 
SubNetwork 

(from TS 32.622) 



^M 



«naTies» 



0..* 



«lnformationObjectClass» 
ExternalENBFunction 




«lnformationObjectClass» 
ExternalEUtranGenericCell 



+adjac()ntCell 
External EUtranNeighb c ^urCellRelation 

0-* I ^ 0. 

«lnformationObjectClass» 
EUtranRelation 



«lnformationObjectClass>> 
ManagedElement 

(from TS 32.622) 



«lnformationObjectClass» 
Gsm Relation 

(from TS 32.652) 



^►1 

«narpes>> 
0..* 



0..* 



^ 

«lnformationObjectClass» 
ENBFunction 



«narnes» 




«nanes>> 



V 1 
«lnformationObjectClass>> 
EUtranGenericCell 



«lnformationObjectClass» 
Cdma2000Relation 




0..* 

ExternalCdma2000hhighbourCellRelation 

adjacentSector 
/ 1 



«lnformationObjectClass» 
EUtranRelation 



«lnformationObjectClass» 
ExternalSector 

(from 3GPP2 NRM IRP Rev D) 



«lnformationObjectClass» 
Ut ran Relation 

(from TS 32.642) 



Figure 6.2.1.1: Cell view of E-UTRAN NRM 
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«lnfornnationObjectClass» 
ManagedElement 



0..* 

«lnfornnationObjectClass» 
ENBFunction 



« Inform ationObjectClass» 
RNFunction 



«lnfornnationObjectClass» +servingCell 
EUtranGenericCell <^ 




«nannes» «names» 



«lnfornnationObjectClass» 
EUtranGenericCell 



« Inform ationObjectClass» 
External EUtranGenericCell 



<^ 



+servingCell 



NOTE 1 : If an instance of the ServesRN association is present, then a corresponding instance of ServedByEGC 
must be present. In this case, the ENBFunction and RNFunction instances are under the management 
scope of the same IRP Agent. 

If an instance of the ServesExtRN association is present, then a corresponding instance of 
ServedByExtEGC must be present. In this case, the ENBFunction and RNFunction instances are under the 
management scope of two different IRP Agents. 

NOTE 2: The modelHng of the DeNB capabiHty as a separate IOC or as attributes of ENBFunction is FES 

Figure 6.2.1.2a: E-UTRAN relaying view of E-UTRAN NRM 



«lnformationObjectClass» 
RNFunction 



\/ 



0..1 



«lnformationObjectClass» 
QciDscpMapping 



Figure 6.2.1.2b: E-UTRAN relaying view of E-UTRAN NRM_2 
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«lnformationObjectClass» 
ENBFunction 


0..n 


«lnformationObjectClass» 
EP RP EPS 

(from TS 32.752) 


^ 


«ProxyClass» 
Proxy FarEndNE 



























This proxy class represents 
ENBFunction or 
ExternalENBFunction or 
MMEFunction (from TS 32.752) or 
ExternalMMEFunction (from TS 
32.752) or 

SGWFunction (from TS 32.752) or 
ExternalSGWFunction (from TS 
32.752) or 
RNFunction or 
ExternalRNFunction 



Figure 6.2.1.3: Transport view of E-UTRAN NRM 



<lnformationObjectClass>> 
TmaFunction 



(from 32.792) 



+relatedTmaList 



+related Cell List 
^O..n 




«lnformationObjectClass» 
EUtranGenericCell 



{XOR} 
0..n EUtranCell-SectorRelation 0..1 



+related Cell List 
0..n 



+relatedCellList 



\ +relatedSectorEquipment 
{XOR} 



+relatedTmaList 



SectorEuipme nt-TmaRelation 



<<lnformationObjectClass» 

SectorEquipmentFunction 

(from 32.792) 



SectorEuipment-AntennaRelation 



EUtranCell-AntermaRelation 



+relatedAntennaList 



0..n 



+relatedAntennaList 



<lnformationObjeGtClass> 

AntennaFunction 

(from 32.792) 



Figure 6.2.1.4: Radio equipment view of E-UTRAN NRM 

NOTE: Please see TS 32.792 [31] for the definitions of the associations in this figure. 
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< < I nfo rm atio n b je etc I ass > := 
Link MCE MME 



M3 ref point 



«lnformationObjectCla3s» 
MMEFunction 

(from 32.762; 



< < I nfo rm atio n bje etc I ass > > 
ManagedElement 

CfromTS32JS22) 



0.* 



0.* 




< ■=: I nfo rm atio n b je etc I ass > > 
MCEFunction 



0..1 



<<lnformationObjectClass>- 
ENBFunction 



01 



«na 



ines>> 



^\f 0..' 



=: ■=: I nfo rm atio n b je etc I ass > - 
MBSFNArea 









1 




t' 






<■=: 1 nfo rm atio n bje etc 1 ass > := 
Link_MCE_ENB 
























1 
1 
1 




<<na 


Ties>> 






M2 ref ^ 
point 




/ 0..* 


0..* 


MBSFNA reaf^ efatec^C effs 


0..* 

--- 


« 1 nto rm atio n u tije etc 1 ass > := 
EUtranGenericCell 




+ CellldList 









Figure 6.2.1.5: MBMS view of E-UTRAN NRM 1 

NOTE 1: This is E-UTRAN NRM containment/relationship Figure form view of MBMS when MCE and ENB 
belong to one Network Element. 



< < I nfo rm atio n bje etc I ass := 
Link MCE MME 



M3 ref point 



«lnformationObjectClass» 
MMEFunction 

(from 32.762; 



< < I nfo rm atio n b je etc I ass > > 
ManagedElement 

(from TS 32622) 



0..* 




■=: < I nfo rm atio n b je etc I ass > > 
MCEFunetion 



0..1 



< < I nfo rm atio n bje etc I ass := 
ENBFunetion 



01 



«na 



01 



< ■=: I nfo rm atio n bje etCI ass > - 
Link MCE ENB 



Ties>> 



4/ 0-* 



M2ref ti, 
point 



«names» 



\V 



0..* 



< ■=: I nfo rm atio n bje etCI ass > - 
MBSFNArea 



0..* f]^BSFm{'eaf^ef3tec^Ceffs 0..* 



> 

+ CellldList 



< < I nTo rm atio n u bje etc I ass := 
EUtranGenericCeii 



Figure 6.2.1.6: MBMS view of E-UTRAN NRM 2 
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NOTE 2: This is E-UTRAN NRM containment/relationship Figure form view of MBMS when MCE and ENB 
belong to different Network Elements. 



«lnformationObjectClass» 
EUtranGenericCell 



♦ 1 



«names» 



\kQ-i 



«lnformationObjectClass» 
EnergySavingsProperties 



Figure 6.2.1.7: Energy Saving view of E-UTRAN NRM 
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«nanes» 



-> 



1 



«lnformationObjectClass» 
Subnetwork 

(from TS 32.622) 



♦ 1 



«names» 



_^ 



0..* 



«lnformationObjectClass» 
Managed Element 

(from TS 32.622) 



«names» 



11: 

«lnformationObjectClass» 
ENBFunction 



♦ i 



«names» 



_A^ 



0..* 



«lnformationObjectClass» 
EUtranGenericCell 



«names» 



m^ 

«lnformationObjectClass» 
CellOutageCompensationlnformation 



Figure 6.2.1.8: Cell Outage Compensation NRM lOCs (Containment Relationship) 
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6.2.2 Inheritance 



« I Fifo rm jtion Ob j ecK Pass» 



^ 



< < I nf (^ rm ^lirp n Qt j ^QtC l4S£» 
EUtranOenerioC^II 



m 



«<l nfo rm ati onO bje etc I aS5> > 



< < Info im alio n Ob j eclC:ld£s>> 

EUHjnG:«IITOO 



< ^Informati onO bje dCJ iS5> > 
MCEFundion 



«l nformoti onO bj« dC I dS5> > 
ENBFundJon 



<<lnfc^nT^sticr^Ob>ectClj£f>> <^ 

Top 



t: 



n 



<: < I ftfio f m att *ri Ob jttlCI as**> 



<<hifoFmiti«nObjtctCljf^> 
EUtitanReUdlion 



< < I nfc r m atj on Ob je c!C 1 3^^> 
Cdira2000ReFation 



< < I nf'O rm Jti &n bj • tlC I mi > > 
£r>er3ySj¥irijPrQpertiei 



M^ 



«1 nfe rmati o a G t>j « dC 1 35s> > 

ExtfrinalEUtunOenericCell 



<<lnfi&rmal:iDnOb'j«c:tClas>> 
&<kmalEUItrdnCtllf[>0 



« I nfa rmuti on O bjt etCI n^ > 



<<lnlormiatioknObjeclCla^>> <^ 

Lifik 



I 



«lfiform< Jtl »nO bj4 dC I ih> >- 
Link_lVlCE_erJB 



< < Info ini alion Ob je fACl as£» 
ExtfrindlEUttjnC«IITD[> 



1 


« 1 nfD rmati or Ob j e etc 1 ass» 
LiftV_E.N B_EMe 


J 











« I nfo rm jti or Ob j e ctC I ass> > 

Lirtk_WCE_MCE 



«lnformationObjectClass» 
ManagedF unction 

(from TS 32.622) 



« lnformationObjectClass» 
ENBFunction 



«lnformationObjectClass» 
ExtemalENBFunction 



«lnformationObjectClass» 
DeNBCapability 



« lnformationObjectClass» 
RNFunction 



«lnformationObjectClass» 
External RNFunction 



Figure 6.2.2.1: E-UTRAN NRM Inheritance Hierarchy 



«lnfornnationObjectClass» 
Top 

(from TS 32.622) 



«lnfornnationObjectClass» 
CellOutageCompensationlnformation 



Figure 6.2.2.2: Cell Outage Compensation NRM lOCs (Inheritance Relationship) 
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«lnfornnationObjectClass» 
ManagedFunction 

(from 32.622) 



TV 



«lnformationObjectClass» 
QciDscpMapping 



Figure 6.2.2.3: EPC NRM Inheritance Hierarchy_2 

6.3 Information Object Class (IOC) definitions 
6.3.1 ENBFunction 

6.3.1.1 Definition 

This IOC represents eNB functionality. For more information about the eNB, see 3GPP TS 23.002 [19]. 

6.3.1.2 Attributes 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


eNB Id 


M 


M 


- 


x2BlackList 


CM 


M 


M 


x2WhiteList 


CM 


M 


M 


x2H0BlackList 


CM 


M 


M 


x2IpAddressList 





M 


- 


tcelDMappinglnfoList 


CM 


M 


M 



6.3.1.3 



Attribute constraints 



Name 


Definition 


x2BlackList Support Qualifier 


The condition is "ANR function is supported". 


x2WhiteList Support Qualifier 


The condition is "ANR function is supported". 


x2H0BlackList Support Qualifier 


The condition is "ANR function is supported". 


tcelDMappinglnfoList 


The condition is 'MDT function is supported' 



6.3.1.4 Notifications 

The common notifications defined in subclause 6.6. 1 are valid for this IOC, without exceptions or additions. 

6.3.2 ExternalENBFunction 
6.3.2.1 Definition 

This IOC represents an external eNB functionality. For more information about the eNB, see 3GPP TS 23.002 [19]. 



ETSI 



3GPP TS 32.762 version 10.3.0 Release 10 



19 



ETSI TS 132 762 VI 0.3.0 (2011-04) 



6.3.2.2 



Attributes 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


eNBId 


M 


M 


M 



6.3.2.3 

None. 



Attribute constraints 



6.3.2.4 Notifications 

The common notifications defined in subclause 6.6.2 are valid for this IOC, without exceptions or additions. 

6.3.3 EUtranGenericCell 



6.3.3.1 



Definition 



This abstract IOC represents the common properties of an E-UTRAN generic cell. For more information about cells, see 
3GPPTS 23.401 [9]. 
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6.3.3.2 



Attributes 



Attribute name 


Support 
Qualifier 


Read 
Qualifier 


Write Qualifier 


id 


M 


M 


- 


cellLocalld 


M 


M 


M 


cellSize 


M 


M 


M 


plmnldList 


M 


M 


M 


tac 


M 


M 


M 


pci 


M 


M 


CM 


pciList 


CM 


M 


M 


maximumTransmi s s ionPower 


M 


M 


CM 


re ferenceSignal Power 


M 


M 


M 


pb 


M 


M 


M 


partOf Sector Power 


CM 


M 


M 


relatedTmaList 


CO 


M 


- 


relatedAntennaList 


CO 


M 


- 


relatedSector 


CM 


M 


- 


cellResvInfo 


CM 


M 


M 


allowedAccessClasses 


M 


M 


M 


isChangeForEnergySavingA 
llowed 


CM 


M 


M 



6.3.3.3 



Attribute Name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


operationalState 





M 


- 


administrativeState 





M 


M 


availabilityStatus 





M 


- 


NOTE: No state or status propagation shall be implied. 



Attribute constraints 



Name 


Definition 


pci CM Write Qualifier 


NM-Centralized PCI assignment (see TS 32.500, ref [15] 
subclause 6.1 .6) is supported. 


pciList CM Support Qualifier 


Either EM-Centralized or Distributed PCI assignment (see TS 
32.500, ref [15] subclause 6.1.6) is supported. 


partOfSectorPower CM support qualifier 


The IOC SectorEquipmentFunction is used. 


maximumTransmi ss ionPower CM Write Qualifier 


The IOC SectorEquipmentFunction is not used. 


relatedTmaList CO Support Qualifier 


The IOC SectorEquipmentFunction is not used. 


relatedAntennaList CO Support Qualifier 


The IOC SectorEquipmentFunction is not used. 


relatedSector CM Support Qualifier 


The IOC SectorEquipmentFunction is used. 


cellResvInfo CM Support Qualifier 


The MBSFN Transmission (see TS 36.300, ref[1 1] subclause 
15.3.3) is supported. 


isChangeForEnergySavingAl lowed CM Support 
Qualifier 


The energy saving functionality is supported and uses 
distributed architecture. 



6.3.3.4 Notifications 

The common notifications defined in subclause 6.6. 1 are valid for this IOC, without exceptions or additions. 

6.3.4 ExternalEUtranGenericCell 



6.3.4.1 



Definition 



This abstract IOC represents the properties of an E-UTRAN generic cell controlled by another IRP Agent. This IOC 
contains necessary attributes for inter-system and intra-system handover. It also contains a subset of the attributes of 
related lOCs controlled by another IRP Agent. The way to maintain consistency between the attribute values of these 
lOCs is outside the scope of the present document. 
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Attribute name 


Support 
Qualifier 


ReacJ 
Qualifier 


Write Qualifier 


id 


M 


M 


- 


pci 


M 


M 


M 


plmnldList 


M 


M 


M 


cellLocalld 


M 


M 


M 


eNBId 


CM 


M 


M 



6.3.4.3 



Attribute constraints 



Name 


Definition 


eNBId CM Support Qualifier 


This instance of ExternalEUtranGenericCell IOC is directly 
contained by SubNetwork. 



6.3.4.4 Notifications 

The common notifications defined in subclause 6.6.2 are valid for this IOC, without exceptions or additions. 

6.3.5 EUtranCellFDD 

6.3.5.1 Definition 

This IOC represents the properties of E-UTRAN FDD cell. 

6.3.5.2 Attributes 



Attribute name 


Support 
Qualifier 


Read 
Qualifier 


Write Qualifier 


earfcnDl 


M 


M 


M 


earf cnUl 


M 


M 


M 



6.3.5.3 

None. 



Attribute constraints 



6.3.5.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.6 ExtemalEUtranCellFDD 
6.3.6.1 Definition 

This IOC represents the common properties of external E-UTRAN FDD cell. 
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6.3.6.2 



Attributes 

Table 6.3.5.2.1 : Attributes of ExternalEUtranCellFDD 



Attribute name 


Support 
Qualifier 


ReacJ 
Qualifier 


Write Qualifier 


earf cnDl 


M 


M 


M 


earf cnUl 


M 


M 


M 



6.3.6.3 

None. 



Attribute constraints 



6.3.6.4 Notifications 

The common notifications defined in subclause 6.6.2 are valid for this IOC, without exceptions or additions. 

6.3.7 EUtranCellTDD 
6.3.7.1 Definition 

This IOC represents the properties of E-UTRAN cell TDD. 



6.3.7.2 



Attributes 



Attribute name 


Support 
Qualifier 


Read 
Qualifier 


Write Qualifier 


earf en 


M 


M 


M 


sf Assignment 


M 


M 


M 


spec ialSf Patterns 


M 


M 


M 



6.3.7.3 

None. 



Attribute constraints 



6.3.7.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.8 ExternalEUtranCellTDD 

6.3.8.1 Definition 

This IOC represents the common properties of external E-UTRAN cell TDD. 

6.3.8.2 Attributes 



Attribute name 


Support 
Qualifier 


Read 
Qualifier 


Write Qualifier 


earf en 


M 


M 


M 



6.3.8.3 

None. 



Attribute constraints 



6.3.8.4 Notifications 

The common notifications defined in subclause 6.6.2 are valid for this IOC, without exceptions or additions. 
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6.3.9 EUtranRelation 



6.3.9.1 



Definition 



This IOC represents a NR from one EUtranGenericCell instance to another EUtranGenericCell or 
ExternalEUtranGenericCell instance. NRs are directional. 



6.3.9.2 



Attributes 



Attribute name 


Support 
Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


tci 





M 


M 


i s Remove Al lowed 


CM 


M 


M 


isHOAl lowed 


CM 


M 


M 


adjacentCell 


M 


M 


M 


isICICInformationSendAl lowed 


CM 


M 


M 


isLBAllowed 


CM 


M 


M 


isESCoveredBy 


CM 


M 


M 



6.3.9.3 



Attribute constraints 



Name 


Definition 


isRemoveAl lowed Support Qualifier 


The condition is "ANR function is supported". 


isHOAllowed Support Qualifier 


The condition is "ANR function is supported". 


isICICInformationSendAl lowed 
Support Qualifier 


The condition is "ICIC function is supported". 


isLBAllowed Support Qualifier 


The condition is "LB function is supported". 


isESCoveredBy Support Qualifier 


The condition is 'Energy Saving function is 
supported'. 



6.3.9.4 



Notifications 



The common notifications defined in subclause 6.6.1 are vahd for this IOC, without exceptions or additions. 

6.3.10 Link_ENB_ENB 

6.3.10.1 Definition 

This IOC represents the link between two ENBFunction. 

6.3.10.2 Attributes 

None. 



6.3.10.3 

None. 



Attribute constraints 



6.3.10.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 
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6.3.11 Void 

6.3.12 Void 

6.3.13 Cdma2000Relation 
6.3.13.1 Definition 

This IOC represents a NR from one EUtranGenericCell to a CDMA2000 sector. NRs are directional. 
See 3GPP2 TS S.S0028 [22] 



6.3.13.2 



Attributes 



Attribute name 


Support 
Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


adj acentSector 


M 


M 


- 



6.3.13.3 

None. 



Attribute constraints 



6.3.13.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.14 MCEFunction 

6.3.14.1 Definition 

This IOC represents MCE functionality. For more information about the MCE, see 3GPP TS 36.300 [11]. 

6.3.14.2 Attributes 



6.3.14.3 

None. 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 



Attribute constraints 



6.3.14.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.15 MBSFNArea 
6.3.15.1 Definition 

This IOC represents MBSFN Area. For more information about MBSFN Area, see 3GPP TS 36.300 [11]. 
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6.3.15.2 



Attributes 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


mbsfnAreald 


M 


M 


M 


cellldList 


M 


M 


M 



6.3.15.3 

None. 

6.3.15.4 



Attribute constraints 



Notifications 



Name 


Qualifier 


Notes 


notifyAttributeValueChange 


See Kernel CM IRP (3GPP TS 32.662 [13]) 




notif yObj ectCreation 


See Kernel CM IRP (3GPP TS 32.662 [13]) 




notif yObj ectDeletion 


See Kernel CM IRP (3GPP TS 32.662 [13]) 





6.3.16 Link_MCE_ENB 

6.3.16.1 Definition 

This IOC models the M2 reference point as defined in TS 36.300 [11]. 

6.3.16.2 Attributes 

None. 



6.3.16.3 

None. 



Attribute constraints 



6.3.16.4 Notifications 

Tlie common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.17 Link_MCE_MME 

6.3.17.1 Definition 

This IOC models the M3 reference point as defined in TS 36.300 [11]. 

6.3.17.2 Attributes 

None. 



6.3.17.3 

None. 



Attribute constraints 



6.3.17.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 
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6.3.18.1 Definition 

This IOC represents Relay Node (RN) functionality. For more information about RN, see 3GPP TS 36.300 [11]. 

6.3.18.2 Attributes 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


candidateDeNBCells 


M 


M 


M 


servingCell 


M 


M 


M 



Editor"s note: the need of attribute candidateDeNBCells is for FFS . 



6.3.18.3 

None. 



Attribute constraints 



6.3.18.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.19 ExternalRNFunction 



6.3.19.1 



Definition 



This IOC represents the properties of a Relay Node (RN) controlled by another IRP Agent. For more information about 
RN, see 3GPP TS 36.300 [11]. 



6.3.19.2 

None. 

6.3.19.3 

None. 



Attributes 



Attribute constraints 



6.3.19.4 Notifications 

The common notifications defined in subclause 6.6.2 are valid for this IOC, without exceptions or additions. 

6.3.20 DeNBCapability 



6.3.20.1 



Definition 



This IOC represents the capability for an eNodeB to act as a Donor eNodeB (DeNB) functionality. For more 
information about the DeNB, see 3GPP TS 36.300 [11]. 



6.3.20.2 



Attributes 



Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


servedRN 


M 


M 


M 


maxNbrRNAl lowed 


M 


M 


M 



6.3.20.3 

None. 



Attribute constraints 
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6.3.20.4 Notifications 

The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions. 

6.3.21 Void 

6.3.22 EnergySaving Properties 



6.3.22.1 



Definition 



This abstract IOC represents the energy saving properties of a network element supporting Energy Saving Management 
functionality. 



6.3.22.2 



Attributes 



Attribute name 


Support 
Qualifier 


Read 
Qualifier 


Write Qualifier 


energySavingState 


M 


M 


- 


energySavingControl 


CM 


M 


M 



6.3.22.3 



Attribute constraints 



Name 


Definition 


energySavingControl CM 
Support Qualifier 


The condition is "ESIVI functionality supports and uses centralized 
architecture". 



6.3.22.4 



Notifications 



The common notifications defined in subclause 6.6. 1 are valid for this IOC. Notification notify Attribute ValueChange 
shall be supported for attribute energySavingState. 

6.3.23 CellOutageCompensationlnformation 

6.3.23.1 Definition 

This IOC represents information relevant in case of a Cell Outage Compensation taking place. 

6.3.23.2 Attributes 







Attribute name 


Support Qualifier 


Read Qualifier 


Write Qualifier 




cOCStatus 


M 


M 


- 




isCOCAl lowed 


M 


M 


M 


6.3.23.3 

None. 

6.3.23.4 


Attr 
Not 


ibute constrair 
ifications 


Its 







The common notifications defined in subclause 6.6.2 are valid for this IOC, with the addition that 
notify Attribute ValueChange shall be supported (Support Qualifier M). 

6.3.24 IOC QclDscpMapping 
6.3.24.1 Definition 

This IOC represents a set of mapping between QCI and DSCP. 
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Attribute Name 


Support Qualifier 


Read Qualifier 


Write Qualifier 


id 


M 


M 


- 


qciDscpMappingList 


M 


M 


M 



6.3.24.3 Attribute constraints 

Null. 

6.3.24.4 Notifications 



Name 


Qualifier 


Notes 


notifyAttributeValueChange 


See Kernel CM IRP (3GPP TS 32.662 [32]) 




notif yObj ectCreation 


See Kernel CM IRP (3GPP TS 32.662 [32]) 




notif yObj ectDeletion 


See Kernel CM IRP (3GPP TS 32.662 [32]) 





6.4 Information relationship definitions 
6.4.1 EUtranNeighbourCellRelation (IVI) 



6.4.1.1 



Definition 



This association represents the unidirectional Neighbour cell Relation (NR) from the EUtranGenericCell 
containing this EUtranRelation to another EUtranGenericCell. 



6.4.1.2 



Roles 



Name 



Definition 



adjacentCell 



This role represents the associated EUtranGenericCell of an EUtranNeighbourCellRelation . 



6.4.1.3 Constraints 

Associations EUtranNeighbourCellRelation and ExternalEUtranNeighbourCellRelation are mutually exclusive. 



6.4.2 ExternalEUtranNeighbourCellRelation (M) 



6.4.2.1 



Definition 



This association represents the unidirectional Neighbour cell Relation (NR) from the EUtranGenericCell 
containing this EUtranRelation to an ExternalEUtranGenericCell. 



6.4.2.2 



Roles 



Name 



Definition 



adjacentCell 



This role represents the associated ExternalEUtranGenericCell of an 
ExternalEUtranNeighbourCellRelation. 



6.4.2.3 Constraints 

Associations EUtranNeighbourCellRelation and ExternalEUtranNeighbourCellRelation are mutually exclusive. 
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6.4.3 ExternalCdnna2000NeighbourCellRelation (M) 

6.4.3.1 Definition 

This association represents the unidirectional Neighbour cell Relation (NR) from the EUtranGenericCell 
containing this Cdma2000Relation to an ExternalSector. 

6.4.3.2 Roles 



Name 



Definition 



adj acentSector 



This role represents the associated ExternalSector of an ExtemalCdma2000NeighbourCellRelation. 



6.4.3.3 Constraints 

6.4.4 Void 

6.4.5 Void 

6.4.6 Void 

6.4.7 Void 

6.4.8 Void 

6.4.9 MBSFNAreaRelatedCells (M) 

6.4.9.1 Definition 

This association represents the unidirectional relationship from the MBSFNArea to the EUtranGenericCells it 
includes. 

6.4.9.2 Roles 



Name 



Definition 



cellidList This role represents the associated EUtranGenericCell of a MBSFNAreaRelatedCells. 



6.4.9.3 Constraints 

6.4.10 ServesRN(O) 

6.4.10.1 Definition 

This unidirectional association represents the relation between a DeNB (represented by an ENBFunction containing a 
DeNBCapability) and one or more served RNFunction instances. 

6.4.10.2 Roles 



Name 



servedRN 



Definition 



This role represents the RN instance served by a DeNB instance . 
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6.4.10.3 Constraints 

None. 

6.4.11 ServesExtRN (O) 

6.4.11.1 Definition 

This unidirectional association represents the relation between a DeNB (represented by an ENB Function containing a 
DeNB Capability) and one or more served ExternalRNFunction instances. 

6.4.11.2 Roles 



Name 



servedRN 



Definition 



This role represents the external RN instance served by a DeNB instance . 



6.4.11.3 Constraints 

None. 

6.4.12 ServedByEGC (O) 

6.4.12.1 Definition 

This unidirectional association represents the relation between one or more RNs and their serving DeNB cell. 

6.4.12.2 Roles 



Name 



servingCell 



Definition 



This role represents the cell serving one or more RNFunction instances . 



6.4.12.3 Constraints 

Associations ServedByEGC and ServedByExtEGC are mutually exclusive. 

6.4.13 ServedByExtEGC (O) 

6.4.13.1 Definition 

This unidirectional association represents the relation between one or more RNs and their external serving DeNB cell 
(under another IRP Agent). 

6.4.13.2 Roles 



Name 



Definition 



servingCell | This role represents the external cell serving one or more RNFunction instances , 



6.4.13.3 Constraints 

Associations ServedByEGC and ServedByExtEGC are mutually exclusive. 
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6.5 



Information attribute definitions 



6.5.1 Definition and legal values 

Table 6.5.1.1 defines the attributes that are present in several Information Object Classes (lOCs) of the present 
document. 

Table 6.5.1.1 : Attributes definitions and legal values 



Attribute Name 



Definition 



Legal Values 



adjacentCell 



This attribute contains the DN of a 

EUtranGenericCell or 
ExternalEUtranGenericCell. 



adj acentSector 



This attribute contains the DN of an 

External Sec tor. 



isChangeForEne 
rgySavingAllow 
ed 



This attribute allows to IRPManager to prohibit or 
allow configuration changes of the cell for ESM 
purposes by the IRPAgent. This restriction also 
applies to instances name contained in such cells. 
Their attribute values can not be changed by the 
IRPAgent. 



yes, no 



candidateDeNBC 
ells 



A list of ECGIs of the candidates DeNB cells for the 
subject Relay Node in Attach for RN operation 
(phase2),see36.300[4]. 



See 3GPP TS 36.41 3[27], 36.300[4] 



cellLocalld 



Unambiguously identify a cell within an eNodeB 



- 255. 



cellldList 



This holds a list of DN of EUtranGenericCell. These 
cells all belong to one MBSFN Area. 



cellSize 



See cell-Size in TS 36.423 [24]. 



See cell-Size in TS 36.423 [24]. 



cellResvInf o 



This attribute represents whether the cell is MBSFN 

Area Reserved Cell or not. 

See TS 36.300[11] for MBSFN Area Reserved Cell. 



See 3GPP TS 36.443 [28] for Cell 
Reservation Info. 



cOCStatus 



This attribute holds the information about cell 
outage compensation (COC) activities for the cell 
which name contains the 

CellOutageCompensationInf ormation IOC 
instance. 

The initial state is cOCDeactive. 

When a cell outage is detected and its 
compensation starts, then the state is 

cOCActivating. 

When COC function decides that all activities 
to acitvate the compensation are done, the state 
changes to cOCActive. 

When outage of cell is ended and activities to 
remove the compensation are ongoing, the state 
changes to cOCDeactivating. 

When outage of cell ends and all activities to 
remove the compensation are done, the state 
changes back to cOCDeactive. 

In case of errors during activation or deactivation, 
this attribute also contains a list of elements which 
could not been reconfigured by the COC function. 

If there are no errors during activation or 
deactivation, the list of elements shall be empty. 

For an example how notifyAttributeValueChange 
notifications related to this attribute are used to 
inform an IRPManager about COC activities see 
Annex A. 



This element contains 2 parts, state and 
errorList 

state = enumerated 

{ 

cOCAct ivat ing , 

cOCActive, 

cOCDeactivating, 

cOCDeactive 



} 



errorList = list of DNs 



ETSI 



3GPP TS 32.762 version 10.3.0 Release 10 



32 



ETSI TS 132 762 VI 0.3.0 (2011-04) 



references igna 
IPower 


This defines the cell specific downlink reference 
signal transmit power, which is described in 3GPP 
TS 36.21 3f25] 


See 3GPPTS 36.331 [10] 


earfcn 


It is the frequency number for the central frequency. 
See3GPPTS36.104f14l. 


See3GPPTS36.104[14]. 


earf cnul 


Specifies the channel number for the central UL 
frequency. The mapping from channel number to 
physical frequency is described in 3GPP 
specification TS 36.101 [13] subclause 5.7.3. 


See EARFCN in TS 36.101 [13] 
subclause 5.7.3. 


earf cnDl 


Specifies the channel number for the central DL 
frequency. The mapping from channel number to 
physical frequency is described in 3GPP 
specification TS 36.101 [13] subclause 5.7.3. 


See EARFCN in TS 36.101 [13] 
subclause 5.7.3 


energySavingCo 
ntrol 


This attribute allows the IRPManager to initiate 
energy saving activation or deactivation. Its value 
can not be changed by the IRPAgent. 


Enumerated 

{toBeEnergySaving , 
toBeNotEnergySaving}. 


energySavingSt 
ate 


Specifies the status regarding the energy saving in 

the cell. 

If the value of energySavingControl is 

toBeEnergySaving, then it shall be tried to 

achieve the value isEnergySaving for the 

energySavingSt ate. 

If the value of energySavingControl is 

toBeNotEnergySaving, then it shall be tried to 

achieve the value isNotEnergySaving for the 

energySavingSt ate. 


Enumerated 

{isNotEnergySaving, 
isEnergySaving}. 


eNBId 


Unambiguously identifies an eNodeB within a PLMN 


See 3GPP TS 36.41 3[27], 36.300[4] 


id 


An attribute whose "name+value" can be used as an 
RDN when naming an instance of the object class. 
This RDN uniquely identifies the object instance 
within the scope of its containing (parent) object 
instance. 




isCOCAllowed 


This attribute allows to IRPManager to prohibit or 
allow configuration changes of the cell for cell 
outage compensation purposes by the IRPAgent. 
This restriction also applies to instances name 
contained in such cells. Their attribute values can 
not be changed by the IRPAgent. 


yes, no 


isESCoveredBy 


The value of the attribute is configured by the 
IRPmanager and is not changed by the IRPAgent. It 
indicates whether the adjacentCell according to this 
planning provides no, partial or full coverage for the 
cell which name-contains the EUtranRelation 
instance. 

Adjacent cells with this attribute equal to 'yes' are 
recommended to be considered as candidate cells 
to take over the coverage when the original cell is 
about to be transferred to energySaving state. 
The entirety of adjacent cells with this property 
equal to 'partial' are recommended to be considered 
as entirety of candidate cells to take over the 
coverage when the original cell is about to be 
transferred to energySaving state. 
The value 'partial' is not allowed in an eNB overlaid 
scenario. 


No, partial, yes 


isRemoveAllowe 
d (see note 1) 


This indicates if the subject EUtranRelation can 
be removed (deleted) or not. 

If "yes", the subject EUtranRelation instance can 
be removed (deleted). 

If "no", the subject EUtranRelation instance shall not 
be removed (deleted) by any entity but an 
IRPManager. 


yes, no 
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isHOAl lowed 
(see note 1) 


This indicates if HO is allowed or prohibited. 

If "yes", handover is allowed from source cell to 
target cell. The source cell is identified by the 
name-containing EUtranGenericCell of the 
EUtranRelation that has the isHOAIIowed. The 
target cell is referenced by the EUtranRelation 
that has this isHOAIIowed. 

If "no", handover shall not be allowed. 


yes, no 


isICICInformat 
ionSendAl lowed 


This indicates if ICIC (Inter Cell Interference 
Coordination) load information message (see TS 
36.423 [24] Section 9.1 .2.1 LOAD INFORMATION) 
sending is allowed or prohibited. 

If "yes", ICIC load information message sending is 
allowed from source cell to target cell. The source 
cell is identified by the name-containing 
EUtranGenericCell of the EUtranRelation 
that has the islCICInformationSendAllowed. The 
target cell is referenced by the EUtranRelation 
that has this IslCICInformationSendAllowed. 

If "no", ICIC load information message sending shall 
not be allowed. 


yes, no 


isLBAllowed 


This indicates if load balancing is allowed or 
prohibited from source cell to target cell. 

If "yes", load balancing is allowed from source cell 
to target cell. The source cell is identified by the 
name-containing EUtranGenericCell of the 
EUtranRelation that has the isLBAllowed. The 
target cell is referenced by the EUtranRelation 
that has this isLBAllowed. 

If "no", load balancing shall be prohibited from 
source cell to target cell. 


yes, no 


maximumTransmi 
ssionPower 


This is the maximum possible for all downlink 
channels, used simultaneously in a cell, added 
together. 




mbsfnAreald 


This is the identifier of MBSFN Area. 
See TS 36.300[1 1] for MBSFN Area. 


See 3GPP TS 36.443 [28] for 
mbsfnAreald 


partOfSectorPo 
wer 


This is the requested part (i.e. %) of the total radio 
power available to the 

SectorEquipment Function. The requested % 
power should be allocated to the cell. 


0: 100 


pb 


P^ , which is described in Section 5.2 of TS 36.213 
[251 


See 3GPPTS 36.21 3[25] 


pci 


This holds the Physical Cell Identity (PCI) of the cell 
(for NM-Centralized, EM-Centralized and Distributed 
PCI assignment cases). 

In the case of NM-Centralized PCI assignment, see 
TS 36.300, [11] subclause 22.3.5, IRPManager 
signals a specific value by writing this attribute. 


See TS 36.211 [12] subclause 6.11 for 
legal values of pci. 


pciList 


This holds a list of physical cell identities that can be 
assigned to the pci attribute by eNB. The 
assignment algorithm is not specified. 

This attribute shall be supported if and only if the 
EM-Centralized or Distributed PCI Assignment is 
supported. See TS 32.500, ref [15] subclause 6.1.6. 


See TS 36.211 [12] subclause 6.11 for 
legal values of pci. The number of pci 
in the list is 1 to 504. 
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plmnldList 


List of unique identities for PLIVIN. 

Note: A cell can broadcast up to 6 PLMN-id's. This 

is to support the case that one cell can be used by 

up to 6 operators" core networks. 

One member of plmnidList is the primary PLMN 

Id. 

See TS 36.331 [10] section 6.2.2: 

SystemlnformationBlockTypel/cellAccessRelatedInf 

ormation/plmn-ldentityList is a SEQUENCE (SIZE 

(1-6)) 


A list of at most six entries of PLMN 

Identifiers. The PLMN Identifier is 

composed of a Mobile Country Code 

(MCC) and a Mobile Network Code 

(MNC). 

See TS 23.003 [3] subclause 2.2 and 

12.1. 


relatedAntenna 
List 


This is an attribute to list the DNs of 
AntennaFunction(s)(see TS 32.792[31]) that 
support the EUtranGenericCell. 


See "relatedAntennaList" in 
Ref. 3GPPTS 32.792 [31] 


relatedTmaList 


This is an attribute to list the DNs of 
TmaFunction(s) (see TS 32.792[31]) that support 
the EUtranGenericCell. 


See "relatedTmaList" in 
Ref. 3GPPTS 32.792 [31]. 


relatedSectorE 
quipment 


This is an attribute to the DN of 
SectorEquipmentFunction (see TS 32.792[31]) 
that support the EUtranGenericCell. 


See "relatedSectorEquipment" in 
Ref. 3GPPTS 32.792 [31]. 


qciDscpMapping 
List 


It is a list of mapping between QCI and DSCP, each 
mapping is a structure including the element QCI 
and DSCP; 
Wherein 

- QCI represents the number of the QCI (Ref. 3GPP 
TS23.203[33]); 

- DSCP represents the DiffServ codepoint (Ref. 
3GPP TS 23.207[34] and RFC 2474[35]). 


For QCI, Ref. 3GPP TS 23.203[33]; 
For DSCP, Ref. RFC 2474[35] 


servedRN 


This attribute contains the DNs of one or more 
associated instances of RNFunction and 
ExternalRNFunction. 




servingCell 


This attribute contains the DN of one associated 
instance of EUtranGenericCell or 
ExternalEutranGenericCell. 




maxNbrRNAllowe 
d 


This is an integer indicating the maximum number of 
RNs allowed to be connected. It is a number which 
can be configured by the operator to control the 
node/network load. 




sf Assignment 


This is the uplink-downlink subframe configuration 
number of a TDD E-UTRAN cell. 


See 3GPPTS 36.211 [12]. 


specialSfPatte 
rns 


This is the special subframe configuration number of 
a TDD E-UTRAN cell. 


See 3GPPTS 36.211 [12]. 


tac 


Common Tracking Area Code for the PLMNs. The 
identity used to identify tracking areas. 


a) It is the Tracking Area Code (TAC). 

b) A cell can only broadcast one TAC. 
See TS 36.300 [11], section 10.1 .7 
(PLMNID and TAC relation). 

c) TAC is defined in TS 23.003 [3], 
section 19.4.2.3. 


tcelDMappingIn 
foList 


This attribute includes a list of TCE ID and the 
corresponding TCE IP address. It is used in Logged 
MDT case to provide the information to the RNC to 
get the corresponding TCE IP address when there 
is an MDT log received from the UE. 


See Trace Collection Entity Address' 
and Trace Collection Entity Id' in 3GPP 
TS 32.422 [30]. 


tci 


This is the Target Cell Identifier. It consists of E- 
UTRAN Cell Global Identifier (ECGI) and Physical 
Cell Identifier (PCI) of the target cell. 

The EUtranRelation. tci identifies the target 
cell from the perspective of the 
EUtranGenericCell, the name-containing 
instance of the subject EUtranRelation instance. 


The Target Cell Identifier is defined in 
TS 36.300 [11]. See TS 36.211 [12] 
subclause 6.1 1 for legal values of the 
PCI. 
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x2BlackList 


This is a list of DNs of ENBFunction and 
ExternalENBFunction. If the target node DN is a 
member of the source node"s 
ENBFunction. x2BlackList, the SOurce node is: 

1 Prohibited from sending X2 connection 
request to target node; 

2 Forced to tear down established X2 
connection to target node 

3 Not allowed to accept incoming X2 
connection request from target node. 

The same DN may appear here and in 

ENBFunction. x2WhiteList. In SUCh case, the 

DN in x2WhiteList shall be treated as if it is 
absent. 




x2IpAddressList 


Represents one or more IP addresses used by 
ENBFunction for this ENBFunction's X2 Interface 


One or more IPv4 or IPv6 addresses 


x2WhiteList 


This is a list of DNs of ENBFunction and 
ExternalENBFunction. If the target node DN is a 
member of the source node"s 
ENBFunction. x2WhiteList, the source node : 

- Is allowed to request the establishment of X2 
connection with the target node; 

- Is not allowed to initiate the tear down of 
established X2 connection to target node 

The same DN may appear here and in 

ENBFunction. x2BlackList. In SUCh case, the 

DN here shall be treated as if it is absent. 




x2H0BlackList 


This is a list of DNs of ENBFunction. The 
ENBFunction. x2H0BlackList identifies a list of 
neighbour ENBFunction with whom the subject 
ENBFunction is prohibited to use X2 interface for 
HOs even if the X2 interface exists between them. 




allowedAccessC 
lasses 


This holds information for access classes (10-15) - 

[3GPP TS 22.01 1 ] that are allowed for the 

eUTRANCell . 

The access classes are: 

Class 1 - emergency call 

Class 11 - ForPLMNUse. 

Class 12- Security Services; 

Class 13 - Public Utilities (e.g. water/gas 

suppliers); 

Class 14 - Emergency Services; 

Class 15 - PLMN Staff; 


The default value is all access classes 
are allowed 

See TS 22.01 1 [29] and 36.331 [1 0] for 
more details on the definition and SIB2 
broadcast message definition 



NOTE: Attributes isRemoveAl lowed and isHOAl lowed each has 2 legal values, allow (A) and prohibited (P). 
The two attributes are semantically equivalent to one attribute with 4 legal values such as: 

hO Allow; hOProhibited; hOWhiteListed; hOBlackListed; 

where 

hO Allow == isRemove Alio wed is A and isHO Alio wed is A; 

hOProhibited == isRemove Alio wed is A and isHO Alio wed is P; 
- hOWhiteListed == isRemoveAllowed is P and isHOAllowed is A; 

hOBlackListed == isRemoveAllowed is P and isHOAllowed is P. 
Therefore, the choice of an option is FFS. 
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6.6 
6.6.1 



Common Notifications 

Alarm and configuration notifications 



Name 


Qualifier 


Notes 


notifyAckStateChanged 


See Alarm IRP (3GPP TS 32.1 11-2 [11]) 




notifyAttributeValueChange 







notifyChangedAlarm 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 




notifyClearedAlarm 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 




notifyNewAlarm 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 




notif yObj ectCreation 







notif yObj ectDeletion 







not i f yComment s 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 




notifyAlarmListRebuilt 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 




notifyPotentialFaultyAlarmList 


See Alarm IRP (3GPP TS 32.1 1 1-2 [1 1]) 





Note that these notifications are issued based on occurrences on the IRPAgent IOC and not on occurrences on other 
IOCS. 



6.6.2 Configuration notifications 



Name 


Qualifier 


Notes 


notifyAttributeValueChange 







notif yObj ectCreation 







notif yObj ectDeletion 








Note that these notifications are issued based on occurrences on the IRPAgent IOC and not on occurrences on other 
IOCS. 



6.7 System State Model 

None. 
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Annex A (informative): 

Notifications during a Cell Outage Compensation 

The following sequence diagrams and table show an example how notifications of IOC 

CellOutageCompensationlnformation and other notifications are used to inform an IRPManager about the COC 
activities. 

The sequence diagrams show the basic event flow, the table gives more details on selected, most relevant, content of the 
notifications. 



Cell fails, 
COC starts 



Yes 



No 




state=cOCActivating 
errorList is empty 
OCI sends notification 



► Reconfigure other cell 



Yes 



cell sends 
notification 



state=cOCActive 
OCI sends notification 



<Wait for end of ^ 
Cell outage 





OCI: 

OutageCompensationlnformation 



Add other cell 
to errorList 



Figure A-1 : Sequence diagram of COC, part 1 
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Yes 



No 



<Cell outage of 
compensated cell 
ends 



state=cOCDeactivating 
errorList is empty 
OCI sends notification 



Reconfigure other cell 



Yes 



cell sends 
notification 




state=cOCDeactive 
OCI sends notification 



coc 

ended 



OCI: 

OutageCompensationlnformation 




Add other cell 
to errorList 




Figure A-2: Sequence diagram of COC, part 2 

Legend for the table: 

Notifications in italic font are not directly triggered by COC activities, but help to give a full picture.: 

Notification content in bold font indicates a changed attribute value. 



Time 


Event 


Notification 


Selected notification content *) 


Tl 


Outage ofcellL COC is 
done for this cell. 


notify New Alarm, originated by 
EUtranGenericCell instance 
representing cell 1 

notify AttributeValueChange of 


notificationId=noti AlCell 1 
correlatedNotifications={ } 

notificationId=COCl 
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Time 


Event 


Notification 


Selected notification content *) 






GellOutageGompensationlnformati 


correlatedNotifications={ notiAlGelU }; 






on instance name contained in 


cOGStatus.state = cOCActivating 






EUtranGenericGell instance 


cOGStatus.errorList={ } 






representing cell 1. 




T2 


COG reconfigures cell 2 


notify AttributeValueGhange of 


notificationId=avcGell2comp 






EUtranGenericGell instance 


correlatedNotifications={GOGl } 






representing cell 2 




T3 


COG reconfigures cell 3 


notify AttributeValueGhange of 


notificationId= avcGelBcomp 






EUtranGenericGell instance 


correlatedNotifications={ GOGl} 






representing cell 3 




T4 


GOG tries to reconfigure 


notify AttributeValueGhange of 


notificationId=GOG2 




cell 4 without success 


GellOutageGompensationlnformati 


correlatedNotifications={GOGl } 






on instance name contained in 


cOGStatus.state = 






EUtranGenericGell instance 


cOCActivating 






representing cell 1 


cOGStatus .errorList= { cell4 } 


Case: 


COC successful 






T5a 


GOG function decides, that 


notify AttributeValueGhange of 


notificationId=GOG5a 




no further actions are 


GellOutageGompensationlnformati 


correlatedNotifications={GOGl } 




necessary. 


on instance contained in 


cOGStatus.state = cOCActive 






EUtranGenericGell instance 


cOGStatus .errorList= { cell4 } 






representing cell 1 




T6a 


Outage of cell 1 ends 


notifyClearedAlarm, originated by 


notification Id= clearAlCelll 






EUtranGenericCell instance 


correlatedNotifications={ notiAlCelll, 






representing cell 1 


COCIJ 






notify AttributeValueGhange of 


Notification Id=G0G6a 






GellOutageGompensationlnformati 


correlatedNotifications= { GOG 1 , G0G5a, 






on instance name contained in 


clearAlGelU} 






EUtranGenericGell instance 


cOGStatus.state = cOCDeactivating 






representing cell 1 


cOGStatus.errorList={ } 


T7a 


GOG tries to reconfigure 


In case of unsuccessful 


Notification Id=G0G7a 




cell 2 without success 


reconfiguration: 


correlatedNotifications= { GOG 1 , G0G5a, 






notify AttributeValueGhange of 


G0G6a, ClearAlGelU} 






GellOutageGompensationlnformati 


cOGStatus.state^ 






on instance name contained in 


cOCDeactivating; 






EUtranGenericGell instance 


cOGStatus.errorList ={cell2} 






representing cell 1 




T8a 


GOG reconfigures cell 3 


notify AttributeValueGhange of 


notification Id= avcGell3decomp 






EUtranGenericGell instance 


correlatedNotifications={ GOGl, G0G5a, 






representing cell 3 


avcGelBcomp } 






notify AttributeValueGhange of 


Notification Id=G0G8a 






GellOutageGompensationlnformati 


correlatedNotifications= { GOG 1 , 






on instance name contained in 


ClearAlGelU} 






EUtranGenericGell instance 


cOGStatus.state^ cOCDeactive 






representing cell 1. 


cOGStatus .errorList= { cell2 } 


Case: 


COC not successful 






T5b 


GOG function decides, that 


notify AttributeValueGhange of 


Notification Id=G0G5b 




compensation was not 


GellOutageGompensationlnformati 


correlatedNotifications= { GOG 1 } 




successful 


on instance name contained in 


cOGStatus.state^ cOCActive 






EUtranGenericGell instance 


cOGStatus .errorList= { cell4 } 
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Time 


Event 


Notification 


Selected notification content *) 






representing cell 1 




T6b 


Outage of cell 1 ends 


notifyClearedAlarm, originated by 
EUtranGenericCell instance 
representing cell 1 

notify AttributeValueChange of 
CellOutageCompensationlnformati 
on instance name contained in 
EUtranGenericCell instance 
representing cell 1 


notification Id= clearAlCelll 
correlatedNotifications={ notiAlCelll, 
COCIJ 

Notification Id=C0C6b 

correlatedNotifications= { COC 1 , 

ClearAlCelll} 

cOCStatus.state= cOCDeactivating 

cOCStatus.errorList={ } 


T7b 


COC reconfigures cell 2 


notify AttributeValueChange of 
EUtranGenericCell instance 
representing cell 2 


notification Id= avcCell2decomp 
correlatedNotifications= { COC 1 , C0C5b, 
avcCell2comp } 


T8b 


COC reconfigures cell 3 


notify AttributeValueChange of 
EUtranGenericCell instance 
representing cell 3 

notify AttributeValueChange of 
CellOutageCompensationlnformati 
on instance name contained in 
EUtranGenericCell instance 
representing cell 1. 


notification Id= avcCell3decomp 
correlatedNotifications={ COCl, C0C5b, 
avcCelBcomp } 

Notification Id=C0C8b 
correlatedNotifications= { COC 1 , 
ClearAlCelll} 

cOCStatus.state= cOCDeactive 
cOCStatus.errorList={ } 



*) Remarks: 

There may be some content of the correlatedNotifications and/or additionallnformation field, which is not related to 
COC. This additional content is not shown for better readability and must be kept unchanged by COC. 
NotificationId"s are only examples. 
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